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Description 
1-component primer on the basis of high-quality polyurethane 
raw materials. Free of water and solvents! Specially 
recommended for priming under BergerBond P2S and 
BergerBond M1P/M1/M1X. Suited for absorbing and non-
absorbing subfloors. 

 
Certificates / Approvals 
 
  
 
Giscode:  RU1 
Emicode: EC1 
ATFA:    member 
NWFA: member 
MFMA: member 
Breeam: Compliant  

 
Technical data 
Mixing ratio:  not applicable 
Fit for further work on after: 2 h 
Flash-off time:  no 
Suitable for in-floor heating:  yes 
 
The product can be used in 1 coat (or 2 coats if necessary) to 
strengthen a concrete. 
 
In case of problems with remaining moisture (capillary rising), 
BergerBond Primer P can be used as moisture barrier up to 
4% CM maximum. 
 
All data are based on standard climate (23°C and 50% rel. 
humidity). If the conditions differ from this standard, the times 
will differ too! 

 
Special notes 
Do not use BergerBond Primer P in conditions below + 15°C 
or above 65% rel. humidity. In the cold season adhesive and 
flooring elements should be given time to reach the same 
temperature. 

 
Application  
Thoroughly shake BergerBond Primer P before using. 
 
When applying the primer with the foam roller (BergerTool 
Microfaserrolle Ultraslim) or with the brush, take care to 
spread it evenly. Don’t allow puddles to build up. 
 
If you don’t give the BergerBond Primer P time enough to 
dry, when applying the hardwood floor adhesive, bubbles will 
occur. In this case the adhesion is failing. 
 
When BergerBond Primer P is used as moisture barrier, it 
must be applied in 2-3 layers. The individual layers are 
applied crosswise. Each layer must be dry and must have got 
a closed film to make a perfect bond under putties and 
adhesives; only after that work can continue.  
 
The final coat must be sanded while still damp [grain size 0.3–
0.8 mm] to ensure optimum adhesion with subsequent fillers 
or adhesives. When using the primer under PUR or silane  

 
adhesives, sanding is not necessary if the drying time is up to 
72 hours. For longer drying times or when used under fillers, 
sanding while damp is essential. 

 
Consumption 
When used as primer:  
approx. 100-130 g/m² (300-400 sf/gal) 
 
When used as moisture barrier: 
approx. 250-300 g/m², depending on the absorbing capacity 
of the substrate 

 
Subfloor 
The subfloor must be clean (free of contaminations), dry 
(permanently dry), solid, level and free of cracks. The 
requirements of DIN 18356 ‘Parquet flooring’ must be met. 
 
When applying to anhydrite and anhydrite flowing screeds, 
mechanical pre-treatment in accordance with the applicable 
standards or manufacturer's specifications is required. 
No moisture barriers may be applied to moisture-sensitive 
substrates, such as gypsum substrates, calcium sulphate 
screeds or similar substrates. 

 
Storage / transport 
Can be stored for at least 12 months as from the date of 
production if transported and stored in cool and dry 
conditions, and if the original packaging is not opened. Protect 
from frost! 

 
General information 
Please read the instructions for use carefully before using this 
product. This Berger-Seidle product must be used by a 
professional who is qualified to lay parquet flooring, and these 
instructions are intended for such specialist installers. The 
work must be carried out to comply with best practice in the 
trade, the state of the art and the valid standards and 
regulations of the country in which the product is used. Please 
comply with and observe the specifications of DIN 18356 
“Laying of parquet flooring and wood block flooring”, DIN 
18365 “Flooring works”, data sheets and specialist information 
from the TKB (Technical Commission on Construction 
Adhesives), the BEB (Technical supply conditions for coverings 
and coatings made from reaction resins), the CTA (Chemical 
Technical Assistance) and the BVPF (Federal Association for 
Parquet & Flooring Technology). The customer must be 
informed of the cleaning and care instructions for the product. 
Any use that fails to comply with the intended application 
specified by Berger-Seidle is considered improper use. The 
user is solely responsible for any use other than the intended 
use or for the failure to comply with these instructions, and this 
will therefore render the manufacturer's liability and warranty 
obligations null and void. Please read the general conditions 
for use carefully before using the product. All the information 
contained in these instructions for use and in other documents 
and verbal indications are recommendations and important 
guidelines for the successful use of the respective products. 
This does not release the user from the obligation to conduct 
site-specific application tests prior to installing the product. 
Our liability and responsibility are governed exclusively by our  
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General Terms and Conditions, and this information and/or our 
guidelines do not extend such liability or responsibility. The 
following essentially applies: Our recommendations for the 
use of the product have been carefully compiled and in 
accordance with our General Terms and Conditions and the 
information provided to us. The assembly and processing 
specifications are provided to the best of our knowledge, 
make no claim to completeness, and do not exempt us from 
the actual testing of the guidelines and products for their 
suitability for the intended application. The assumption is that 
users and installers will comply with the instructions on the 
packaging, technical information sheets, operating and 
processing instructions and markings and the relevant 
technical guidelines and standards, and that installation will 
be carried out by a qualified installer in accordance with the 
relevant regulations. The names, words and symbols bearing 
the ® mark are protected by trademark law in at least one 
country. The publication of updated information and data 
sheets will render any previous versions invalid. 

 
Cross reference 
The following Technical Data Sheets should be observed: 
 
­ General recommendations for the usage of hardwood 

flooring adhesives  
- Marking and safety recommendations (MSDS) 
­ Installation instructions by hardwood flooring 

manufacturers and valid standards 
 
* If the content of the Technical Data Sheet differs from other  
  printed material, e.g. labels, the current version of the  
  Technical Data Sheet on the homepage is always deemed  
  valid. Printed material is always adapted when reprints are  
  made. 


